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ATTENTION!
All Roll Up Shutters must be installed on concrete, brick, wood, or

metal studs; installation on drywall is strongly not recommended
Contents
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1.2 Check level position of Guide Rail, and mark position.
1.3 Securely fasten the Guide Rails in place, as appropriate for mounting surface.
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2 Mount Roll Pro®Shutters Box

2.1 Position Box in place.
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3 Mount Roll Pro®Shutters Curtain
3.1 Lift Curtain through the back of the Box and over the Shaft.

3.2 Slide hangers on to the end of the Curtain.
3.3 Secure the Curtain to the Shaft.
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4 Roll up Roll Pro®Shutters Curtain

4.1 (Option A) Roll up Curtain using electric motor.
4.1 (Option B) Roll up Curtain using manual override.
4.2 Guide bottom of Curtain into the Guide Rails.
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5.1 Lower Curtain with electric motor till factory default bottom limit is reached.
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7 Install Roll Pro®Shutters mounting hole covers
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Installing Roll Pro®Shutters Guide Rails

1.1 Take measurements for Guide Rail position.

Measuring diagonal of Guide Rail position. Measuring dinal of Guide Rail position.

1.2 Check level position of Guide Rail, and mark position.

Checking level position of Guide Rails. Marking Guide Rails r;osition.
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Securinb Guide Rails in place.

2 Mount Roll Pro®Shutters Box

2.1 Position Box in place.
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Guide the Box lugs into the Guide Rails. Placing Box in position.
2.2 Secure Box to wall, as appropriate for mounting surface.

Securing left side of Box. Securing right side of Box.
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2.3 Secure power cable, and connect Box to power. ATTENTION: ALL WIRING SHOULD BE PERFORMED
ACCORDING TO THE WIRING DIAGRAM (page 10) : https://rollpro.ca/wp-content/uploads/2023/08/Wiring-Diagram.png

Securing power cable. Example of power cable plugged into wall socket.

3 Mount Roll Pro®Shutters Curtain
3.1 Lift Curtain through the back of the Box and over the Shaft.

Lifting Curtain behind and over the Shaft. The Curtain should be above the rollers inside the Box.

3.2 Slide hangers on to the end of the Curtain.

Slide hangers on the end of the curtain. Position Hangers over the Shaft Collars.
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3.3 Secure the Curtain to the Shaft.

Position mounting plates behind Shaft Collar. Secure the Hangers to the Shaft Collars.

4 Roll up Roll Pro®Shutters Curtain

4.1 (option A) Roll up Curtain using electric motor.

Use the remote to operate the electric motor. Hold Curtain when rolling Curtain into Box.

4.1 (option B) Roll up Curtain using manual override.

Find Manual override port below the limit screws.

An example of tool used to operate the manual override.
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Curtain positioned to feed into Gide Rails.

5 Setup Roll Pro®Shutters Curtain limits

5.1 Lower Curtain with electric motor till factory default bottom limit is reached.

y

Use the remote to lower the curtain till it stops. ' The curtain has reached its factory default bottom limit.

5.2 Adjust the bottom limit for proper closed curtain position.

b

Use the bottom li

mit screw to lower the Curtain. Adjdét lower limit till the Curtain is ﬁrly at the bottom.
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Proper position of Curtain top when bottom limit is set. Proper position of Curtain top when bottom limit is set.

5.3 Raise Curtain with electric motor till factory default upper limit is reached.
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Use the remote to raise the curtain till it stops. The curtain has reached its factory default upper limit.

5.4 Adjust the upper limit for proper open curtain position.

L= ‘.-:-.':‘-‘
Use the upper limit screw to raise the Curtain. Adjust the upper limit till the current is positioned at top.
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6 Install Roll Pro®Shutters Box Cover

6.1 Mount and secure Box Cover.

Mounting Box Cover in place.

6.2 Install Manual Overri

de Assembly.

&

Installing Manual Over;iaé Assembly. Securing Manual Override Assembly in place.

6.3 Remove protective plastic from Box Cover and Curtain.

Peeling away protective plastic from Box Cover. Peeling off prtectiv plastic.
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7 Install Roll Pro®Shutters mounting hole covers

7.1 Plug any mounting hole on Guide Rails with hole covers.

Plugging up mounting hole.

More questions? Contact us:

Roll Pro® Shutters

2160 HWY 7, Unit #28
Concord, ON, Canada, L4AKTW6

E-mail: sales@rollpro.ca
Tel: (905)-532-0017
Toll Free: 1-(855)-474-7657

Fax: (905)-532-0017
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Accompanying papers

Wiring Diagram

POWER SUPPLY 120 VAC/60Hz

A.

For installation by a qualified electrician in
accordance with national and local electrical
codes, and the following instructions.

B. Risk of electrical shock. Disconnect power before
installing. Never wire energized components.

. Only radio motors can be wired in PARALLEL

A means of disconnecting the power at each
motor independently should be provided.

Power only needs to be supplied to the motor.
The receiver is completely contained inside the
motor tube.

Motor warranty is subjet to CANCELLATION if wiring

recommendations are not followed.

120VAC

120 VAC
60 Hz

NEUTRAL
@

N\
GROUND

LG GREEN -

This extra ground
wire is to ensure that

MOTOR WIRING COLOR CODE

the shutter is properly

grounded to prevent COLOR MOTOR LEADS
electrical shock. BLACK 120VAC

Connect this wire to NEUTRAL

the same ground as

the motor ground in GREEN GROUND

the motor cable. LG GREEN SHUTTER GROUND

INSTALLATION REQUIREMENTS

If the installation is made up of several radio motors,only one radio motor must be powered during

the programming.

Use only factory approved radio controls and accessories.

In order to avoid water penetration, form a “drip loop” with the power cable.
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